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Building Singapore
Our Tampines Hub is a new integrated 
community and lifestyle hub in Singapore, 
located at the former Tampines Stadium and 
Tampines Sports Hall. The development 
offers a diverse range of services, programmes 
and facilities including a regional library, 
community club programmes and amenities, 
arts programmes and sports facilities, a hawker 
centre, retail shops and other user-friendly 
features.  Phase 1 of the development was 
launched in November 2016, and Phase 2 and 
3 are expected to be completed by mid-2017. 

A number of Haulotte machines supplied 
by Aly Energy Singapore are used in the 
Phase 2 for structural works, such as steel 
coating of columns. Among the machines 
are the HT23RTJ O telescopic boom lift and 
HA18SPX articulating boom lift.

The HT23RTJ O features a working 
height of 22.5 m and maximum outreach of 
18.3 m, allowing for optimal productivity 
and excellent lifting speed of 56 seconds. 
This rigid boom lift has a lifting capacity 
of 230 kg and provides fully proportional 
and simultaneous movements with a single 
control for both steering axles for great 
comfort and safety. 

The HA18SPX articulating boom lift 
also provides full proportional controls and 
simultaneous boom functions, with a lifting 
capacity of up to 230 kg. The machine 
features a lifting speed of 44 seconds, 
working height of 17.2 m, and outreach 
of 10.6 m that offers a large working 
envelope. The machine’s outstanding rough 
terrain driving features deliver greater 
manoeuvrability with four-wheel drive.

In another project, a Haulotte HA32PX 
articulating boom lift is involved in the 
construction of a two-storey equipment 
building at Dunearn Road for SP Powerassets 
Ltd. Supplied by Haulotte distributor 
CDP Access Asia Pte Ltd, the machine is 
helping with the removal of steel structure. 
This project is expected to be completed in 
September 2017. 

The HA32PX has a working height of 
31.8 m and outreach of 21.8 m, with a load 
capacity of 250 kg. It has an articulation 
point of more than 11 m and it is the only 
machine of this height capable of reaching 
a point behind an obstacle, said Haulotte. 
The HA32PX has been adapted to rough 
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terrain conditions and allows easier access 
to the most congested areas. Its oscillating 
axle and hydraulic differential lock system 
give exceptional all-terrain performance with 
a 45 percent gradeability. 

In addition, Woongnam Singapore Pte 
Ltd has been using a Haulotte HA260PX 
articulating boom lift to help fabricate a 
chemical tank superstructure on Jurong 
Island. The machine was supplied by BS 

Top and above: 
HT23RTJ O 
telescopic boom 
lift works on the 
Our Tampines Hub 
project.

Left: HA260PX 
articulating boom 
lift being used 
to fabricate a 
chemical tank 
superstructure on 
Jurong Island. 
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Technology Pte Ltd, another Haulotte 
distributor. 

With a working height of 25.6 m and 
horizontal outreach of 16.2 m, the HA260PX 
has a transport length of 9.5 m, height of 
3.2 m and lifting capacity of 230 kg. The 
machine provides up to four simultaneous 
proportional movements and excellent 
manoeuvrability in tight spaces. It also 
features a short turning radius with no 
tailswing, and an outstanding rough terrain 
driving features.

RAPID project
In Malaysia, Haulotte HA41PX-NT and 
HA32PX articulating boom lifts play a role 
in the Pengerang RAPID (Refinery and 
Petrochemical Integrated Development) 
project in Johor Bahru. The machines, 
supplied by Haulotte’s Malaysian dealer 
PMB Quick Access Scaffolds Sdn Bhd,  are 
used to perform works at height as well as 
to go over other machinery and obstacles 
on the ground.

The HA41PX-NT provides up to three 
simultaneous and proportional movements. 
The machine has a working height of 41.5 m 
and maximum horizontal outreach of 19.8 m, 
plus a continuous outreach control. It features 
a lifting capacity of up to 230 kg, with a length 
and height of 11 m and 3.7 m respectively 
when transported.

The HA32PX allows 38 cm of ground 
clearance. Its oscillating axle and hydraulic 
differential lock system deliver exceptional 
all-terrain performance with a 45 percent 
gradeability. The machine also has a 
transport length of 8.90 m. 

Cambodia mall
Hyundai Engineering has been commissioned 
to build the Aeon Mall Sen Sok City in Phnom 
Penh, Cambodia. Scheduled for completion 
in 2018, the four-storey mall will occupy an 
area of 151,000 sq m. 

A Haulotte HA18SPX articulating boom 

Above left: HA32PX 
articulating boom 
lift helps in the 
removal of steel 
structure during the 
construction of an 
equipment building 
at Dunearn Road, 
Singapore.

Left: HA41PX-NT 
articulating boom 
lift performs lifting 
operations on the 
Pengerang RAPID 
project.

lift is also working on this project, together 
with a Compact 12 scissor lift. Supplied by 
TWS Trading, the machines are helping to 
carry out both ventilation and structural 
works. The Compact 12 scissor lift has a 
working height of 11.98 m and lifting load 
capacity of up to 450 kg. It features an 
extended platform of 0.92 m and allows long 
working cycles.

Once completed, the new mall will have 
a large department store, movie theatres, 
a bowling alley, high-end retail outlets, 
restaurants, pubs and food malls. n

Website: www.haulotte.sg

Above: Compact 12 scissor lift assists workers to carry out 
ventilation work on the Aeon Mall Sen Sok City project in 
Phnom Penh.


